


CUT AND FIX SIDE CLADDING.

(i) Cut lengths of cladding to 1200mm lengths.
Commencing with top of (A), temporarily fix one board
square to (A) legs aliowing projection of approx. 100mm
both front and back beyond A-Frame. Use two nails on
each end of the cladding piece. (Note: spacing at top
between frames should be exactly the same as that at
flooring fevel, i.e. 900mm.)

(i) Sarking of building paper/heavy polythene is
suggested. Fix this to open side by stapling or light
tacking with cut tacks or similar, then permanently fix a
top cladding piece to this covered side, using two nails
each leg. To complete this sarked side, continue fixing
cladding sufficient to cover exposed ends of floor plates
(B).

(iify Remove temporary top cladding piece and fix sarking
to second side. Fix cladding to second side, as in (i)
above.

(Note: Allow sarking to slightly sag between frames and
extend well over the edges of the outer floor boards.)

ﬂ CUT AND FIX END CLADDING. Cut first piece of end

cladding to shape given for gusset plate. (Step 3.) Then
continue cutting cladding pieces as required in diagram
(See step 10).
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m FIX FRONT CLADDING. Fix at least two pieces of angie
cut cladding to front of structure. This could be increased
s0 as to reduce height of door, depending on size of dog.

m FIX REAR CLADDING. Loosely fix shaped piece of

selected sarking to outside end frame, so as to drape
outside edges of flooring. Commencing with topmost
piece, cut and nail fix sufficient cladding to cover
exposed ends of decking floor. Allow clearance between
end cladding and ground line of at least 50mm.

' CUT OFF, SAND OR SMOOTH to common line the
exposed ends of cladding, similarly round off and smooth
projecting floor boards.

PRIME COAT DOG KENNEL. Apply recommended
prime coat(s) of selected coating system to exposed
timbers including under flooring.

Fr. g CUT AND FIX RIDGE CAPPING. Cut 1200mm length of
selected ridge capping. Fix to ridge using zinc plated,
round head, self tapping metal thread screws in pre-
drilled holes. Prime coat ridge capping.

COMPLETE PAINTING. Apply final coats of selected
paint/stain finish and allow several days to thoroughly dry
and all odours to evaporate before introducing dog to
new residence.

LOCATING DOG KENNEL. Locate dog kennel so that
the doorway is protected from the worst of the
rainy/windy weather. Place legs so that the floor would
slightly slope down towards the doorway. We suggest
you put legs on bricks rather than on grass or soil.

OTHER SIZE DOG KENNELS

The size of the dog kennel can be increased to fit your
dog by using longer legs to the A-Frame and longer floor
plates. However retain the angles of 60 /30 where
indicated on frames and on the end cladding.
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